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HECM266... Series

2-Phase Step Motor
[1.8° High-Torque-Version]
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[Nm] A [Ohm] [mH] [Nm] A [Ohm] [mH] [Nm] Al [Chm] [mH]
HECM266-E2.0 (A/B) 1.82 2.8 1.0 3.8 1.82 | 14 4.0 15.2 1.35 2.0 2.0 3.8 BD
HECM266-E3.0 (A/B) 1.82 4.2 0.43" 1.6 1.82 | 2.1 1.7* 6.4 1.35 3.0 0.85"| 1.6 &2
Number of Leads Weight of Motor Size Lenght Rotor Inertia
8 0.85 kg 60 x 60 x 54 mm 450 x 10 7 kgm?

Resistance / Phase (Q) = £ 10%, (* = 15%), Inductance / Phase (mH) = + 20%
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Planetary Gears are optionally available
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Torque [Nm]

Torque [Nm]
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(B1) Motor: HECM266-E2.0A/B

Driver: ECMD288.000 (24V; 2.8A)
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(B2) Motor: HECM266-E3.0A/B (B2) Motor: HECM266-E3.0A/B
Driver: ECMD288.000 (24V; 4.2A) Driver: ECMD288.000 (48V; 4.2A)
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(B1) Motor: HECM266-E2.0A/B

Driver: ECMD288.000 (48V; 2.8A)
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