STEPPING MOTORS

2-Phase Step Motor | Flange 60mm | 1.15 - 3.30 Nm

SCHRITTMOTOREN

2-Phasen Schrittmotoren | Flansch 60mm | 1,15 - 3,30 Nm




EC|/ 111N

HECMZ264... Series

2-Phase Step Motor
[1.8° High-Torque-Version]

@ Bipolar Parallel @ Bipolar Serial @ Unipolar
Model P P P T
. : : : - - - Speed-
Sromdnhan [ Toane | S [Peiae e St | [P o | S [ ourve
[Nm] A [Ohm] [mH] [N Al [Ohm) [mH] [Nm] A (Ohm] [mH]
HECM264-E2.0 (A/B) 1.15 2.8 0.73 241 115 | 14 2.9 8.4 0.85 2.0 1.45 2.1 [®)
HECM264-E3.0 (A/B) 1.15 4.2 0.33* 1.0 115 | 241 1.3" 4.0 0.85 3.0 0.65"| 1.0 @D
Number of Leads Weight of Motor Size Lenght Rotor Inertia
8 0.6 kg 60 % 60 x 43,5 mm 280 x 10 7 kgm?

Resistance / Phase (Q) = £ 10%, (* £ 15%), Inductance / Phase (mH) = £ 20%
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Planetary Gears are optionally available
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Torgue [Nmj

Torgue [Nmj

EC|/ 111N

(A1) Motor: HECM264-E2.0A/B (A1) Motor: HECM264-E2.0A/B
Driver: ECMD288.000 (24v 2. 8A) Driver: ECMD288.000 (48V 2.8A)
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Speed [pps]
(A2) Motor: HECM264-E3.0A/B (A2) Motor: HECM264-E3.0A/B
Driver; ECMD288.000 (24V 4.2A) Driver: ECMD288.000 (48V; 4.2A)
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LEAD No. | LEAD COLOR BLK
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2 BLACK / WHITE WHT/ORN

3 RED / WHITE g

4 YELLOW on
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EC [T

HECMZ266... Series

2-Phase Step Motor
[1.8° High-Torque-Version]

Model ® Bipolar Parallel ® Bipolar Serial ® Unipolar e
. : - - Speed-
= i Current/ | Resistance/ | Inductance/| i Current/ | Resistance/ | Inductanca/| i Current/ | Resistance/ | Inductance/|
B ooty [ oe | S [P S | e [P | oy | o] eurve
(Nrm] [A] [Ohrr] mH] [N & [Chm] [mH] [N A (Ohm] [mH]
HECM266-E2.0 (A/B) 1.82 2.8 1.0 3.8 1.82 | 14 4.0 15.2 1.35 2.0 2.0 3.8 BD
HECM266-E3.0 (A/B) 1.82 4.2 0.43" 1.6 1.82 | 2.1 1.7* 6.4 1.35 3.0 0.85*| 1.6 B2
Number of Leads Weight of Motor Size Lenght Rotor Inertia
8 0.85 kg 60 x 60 x 54 mm 450 x 10 7 kgm?®

Resistance / Phase (€2) = £ 10%, (* £ 15%), Inductance / Phase (mH) = = 20%
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Planetary Gears are optionally available
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Torgue [Nm]

Torgue [Nm]

EC|/ 111N

(1) Motor: HECM266-E2.0A/B (B1) Motor: HECM266-E2.0A/B
Driver: ECMD288.000 (24V; 2.8A) Driver: ECMD288.000 (48V 2.8A)
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(B2) Motor: HECM266-E3.0A/B (B2) Motor: HECM266-E3.0A/B
Driver: ECMD288.000 (24V; 4.2A) Driver; ECMD288.000 (48V; 4.2A)
a0 _ IRHE ._,_,—._,____._, FL.IS:EFHWE 3.0r — | i ......... ’ FL'ISJEEFAWE
= = e Mg BB o
£ 2.0; :
.= —
B 1.0- ......
i o) AN S S0 11 4 AN S W 1 PO G i B )
10000 10 100 1000 10000
Speed [pps|
LEAD No. | LEAD COLOR
I ORANGE g
WHT/BLK
2 BLACK / WHITE WHT/ORN
3 RED / WHITE g
4 YELLOW
5 BLACK
6 ORANGE / WHITE
7 YELLOW / WHITE g g§ ¢
8 RED £3
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EC|/ 111N

HECM267... Series

2-Phase Step Motor
[1.8° High-Torque-Version]

Model ® Bipolar Parallel ® Bipolar Serial ® Unipolar T
A = Single Shaft Holding | Current/ |Resistance/|Inductance/| Holding | Current/ |Resistance/|Inductance/] Holding | Current/ |Resistance/|Inductance/ S‘?uer?;d;-
B = Double Shaft Torque Phase Phase Phase Torque Phase Phase Phase Torque Phase Phase Phass
[N A [Ohm] [mH] [N Al [Ohm] [mH] [N A [Ohm] [mH]
HECM267-E2.4 (A/B) 2.35 3.5 0.75 3.1 235 | 1.75 3.0 12.4 1.75 245 | 1.5 3.1 (@)
HECM267-E3.0 (A/B) 2.35 4.2 0.5" 2.0 2.35 | 241 2.0* 8.0 1.75 3.0 1.0" 2.0 (@)
Number of Leads Weight of Motor Size Lenght Rotor Inertia
8 1.1 kg 60 x 60 x 65 mm 570% 10 7 kgm?

Resistance / Phase (Q) =

23

@,

e

TOVRhainland®

CERT

150 2001

+ 10%, (* £ 15%), Inductance / Phase (mH) = + 20%

o ls |
=k o
&
4-045)]

0O &0

O 47.14

Planetary Gears are optionally available
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EC [T

HECMZ269... Series

2-Phase Step Motor
[1.8° High-Torque-Version]

® Bipolar Parallel ® Bipolar Serial ® Unipolar
Model P P p e
. : : : - - - Speed-
B Iomm gty [ oe | S el =] o | S ek e e | e [P o] cure
[Nm] A [Ohm] [mH] [Nm] Al [Ohm] [mH] [N A [Ohm] [mH]
HECM269-E2.4 (A/B) 3.30 3.5 1.0 5.0 3.30 | 1.75 4.0 20.0 2.45 245 | 2.0 5.0 @
HECM269-E3.0 (A/B) 3.30 4.2 0.65" | 3.2 3.30 | 2.1 2.6" | 12.8 2.45 3.0 1.3" 3.2 (OP)
Number of Leads Weight of Motor Size Lenght Rotor Inertia

8

1.45 kg

60 x 60 x 85 mm

900 % 10 ™ kgm?

Resistance / Phase () = + 10%, (* £ 15%), Inductance / Phase (mH) = + 20%
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Planetary Gears are optionally available
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EC//AuliCcly

() Motor: HECM269-E2.4A/B () Motor: HECM269-E2.4A/B

Driver: ECMD288.000 (24V; 3.5A) Driver: ECMD288.000 (48V; 3.5A)
(D2) Motor: HECM269-E3.0A/B (D2) Motor: HECM269-E3.0A/B

Driver: ECMD288.000 (24V; 4.2A) Driver: ECMD288.000 (48V; 4.2A)

LEAD No. | LEAD COLOR
I ORANGE
BLACK / WHITE
RED / WHITE
YELLOW
BLACK
ORANGE / WHITE
YELLOW / WHITE
RED
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